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Predfilter

Kategorija: Dodatna oprema za strojeve

Sifra:

Cijena se moze razlikovati ovisno o odanoj opciji!

Cijena s popustom s PDV-om: 0d 53,44 €

Cijena bez PDV-a:
Po narudzbi 7-14 dana

Profesionalni pred-filtri za sakupljaCe prasine dostupni u
razli¢itim varijantama: pakiranje od 20 komada za
A600/A1000 i A1200/A2000 modele, konicni pred-filtri za
S13/S26/S36 serije, kompletni pred-filtri za
T7500/T8600/T10000 modele te specijalizirani filtri za
W70/W70P. Ovi visokokvalitetni dodaci produzavaju zivotni
vijek glavnog filtra i poboljSavaju ucinkovitost filtriranja.
Profesionalni pred-filtri za sakupljace
prasine

Nasi visokokvalitetni pred-filtri predstavljaju klju¢ne dodatke
za optimalno funkcioniranje vaseg sakupljaca prasine. Ovi
specijalno dizajnirani filtri dostupni su u razli¢itim
izvedbama, prilagodenima za razli¢ite modele i potrebe.
Svojstva i prednosti

* Produzavaju zivotni vijek glavnog filtra

* Poboljsavaju ucinkovitost filtriranja

* Smanjuju troSkove odrzavanja

* Jednostavna ugradnja i zamjena

* Robusna konstrukcija za dugotrajnu uporabu

Dostupne su razli¢ite varijacije pred-filtara, ukljucujudi
pakiranje od 20 komada za modele A600/A1000 i
A1200/A2000, koni¢ni pred-filtri za modele S13, 526 i 536 te
kompletni pred-filtri za serije T 7500, T 8600 i T 10000. Za
model W 70 / W 70 P nudimo takoder specijalizirane filtre.
Izbor pravog pred-filtra

Pri izboru pred-filtra klju¢no je da odaberete pravu varijaciju
koja odgovara vasem modelu sakupljaca prasine. Dimenzije
filtara razlikuju se ovisno o modelu - od kompaktnih s bruto
teZzinom od 470 g do vecih modela s bruto tezinom do 11,5
kag.

Pred-filtri predstavljaju prvu obrambenu liniju u sustavu
filtriranja i dizajnirani su za hvatanje vecih Cestica prasine
prije nego sto dosegnu glavni filter. Ovaj proces znacajno
produzava Zzivotni vijek cijelog sustava i osigurava optimalno
funkcioniranje vaseg sakupljaa prasine.

Redovita zamjena pred-filtara klju¢na je za odrzavanje
ucinkovitosti sustava i sprje¢avanje potencijalnih kvarova
zbog prekomjernog opterecenja.

od 42,75 €

Specifikacije

Dodatak za
OEEO klasificirano

Bruto teZina
artikla

Duljina ambalaze

Visina veli¢ine
proizvoda

Visina ambalaze

Sirina ambalaze

Konfiguracija
proizvoda

CP Power Technique d.o.o.

Ulica Matice Hrvatske 3 21204 Dugopolje, Hrvatska

Porezni br.: SI 69280975
Telefon: +385 21 283 349
E-mail: info@copco.hr
WWW: www.copco.hr

Sakupljaci prasine

Ne
1,8059/10,5009/11,500qg/
3,1519/3,1809g/4,500g/470
g/7,893¢g

128 mm /299 mm /327 mm/
395 mm /405 mm /640 mm /
785 mm /793 mm

400 mm

215 mm /309 mm /334 mm/
415 mm /430 mm /506 mm/
590 mm /60 mm

215 mm /322 mm /395 mm/
415 mm /417 mm /620 mm/
717 mm /720 mm

FILTER Filter W70 /W 70 P/
FILTER Pre-Filter 20 Pack A 1200
/ A 2000 / FILTER Pre-filter
complete T 10000 / FILTER Pre-
filter complete T 7500 & T 8600 /
FILTER Pre-Filter Conical (S 26) /
FILTER Pre-Filter Conical (S 36) /
FILTER Pre-Filter Conical (513) /
FILTER PRE-FILTER PACK of 20
A600 / A1000


mailto:info@copco.hr
https://copco.hr/
https://copco.hr/predfilter
https://copco.hr/predfilter
https://copco.hr/dodatna-oprema-za-strojeve

