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Husqvarna LG 504 vibro ploca dolazi u varijantama razlicitih
Sirina ploce (550mm, 700mm i 850mm) s Hatz dizelskim
motorom od 9,2 kW. Uredaj pruza centrifugalnu silu od 65
kN pri frekvenciji od 69 Hz, sto ga Cini idealnim za zbijanje
tla. Opremljen je indikatorom zbijanja koji signalizira
optimalnu kompresiju, te ru¢kom za smanjenje vibracija koja
omogucuje duzi rad. Emisija vibracija iznosi samo 2,5 m/s2.
Vrhunska konstrukcija za trajnost i

ucinkovitost

Husqvarna LG 504 vibro plo¢a dizajnirana je za
profesionalnu upotrebu na gradevinskim projektima gdje je
potrebno pouzdano zbijanje tla. Ploce su izradene od
iznimno izdrzljivog Hardox 400 Celika otpornog na habanje,
Sto znatno produljuje Zivotni vijek uredaja. Poseban dizajn
sprjecava zaglavljivanje kamenja izmedu ploce i okvira.
Snazna zastita i jednostavan transport
Teski Celi¢ni okvir pruza odli¢nu zastitu motora i prijenosa
od ostecenja na gradiliStu. Za jednostavno premjestanje,
okvir je opremljen dizalnom usicom koja omogucava sigurno
podizanje i transport.

Indikator zbijanja za optimalnu
ucinkovitost

Jedna od klju¢nih prednosti ovog modela je indikator zbijanja
koji pokazuje kada je tlo idealno zbijeno, Sto vam omogucuje
da:

* Znate toc¢no kada je posao zavrsen

* |Izbjegnete nepotrebno dodatno zbijanje

« UStedite vrijeme i gorivo prelaskom na sljedeci zadatak

Ergonomski dizajn za duzi rad

Uredaj je opremljen ru¢kom za ublazavanje vibracija koja
znacajno smanjuje umor operatera tijekom duljeg rada. S
emisijom vibracija od samo 2,5 m/s?, moguce je produktivno
raditi kroz duze vremenske periode.

Jednostavno upravljanje na svim

povrSinama

Rucica za naprijed/natrag i fiksna ru¢ka omogucavaju
jednostavno upravljanje na svim vrstama povrsina. Tijekom
rada nije potrebno konstantno gurati ili vu¢i uredaj, sto
dodatno smanjuje napor operatera.
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Vibro ploc¢a Husqvarna LG 504

Kategorija: Vibro ploce
Sifra:

Cijena se moze razlikovati ovisno o odanoj opciji!
Redovna cijena s PDV-om: od 15.994,02 €

Cijena s popustom s PDV-om: ocl 11.736,11 €

Cijena bez PDV-a: od 9.388,89 €
Po narudzbi 7-14 dana

Specifikacije

450 kg / 470 kg / 496 kg / 510

Operativna tezina kg

Sirina ploce
Centrifugalna sila
Proizvoda¢ motora
Model motora
Snaga motora
Vrsta motora
Nacin paljenja
Indikator zbijanja
Brzina

Konfiguracija
proizvoda

550 mm /700 mm /850 mm
65 kN

Hatz

1D81Z

9.1 kw

Dizel

Elektri¢ni / Rucni

Da/Ne

30 m/min

LG 504 Hatz | 550 mm |
EL.start / LG 504 Hatz | 550
mm | Indikator zbijenosti | El.
start / LG 504 Hatz | 550 mm |
Ruc¢ni start / LG 504 Hatz | 700
mm (550+2x75) | El.start / LG
504 Hatz | 700 mm
(550+2x75) | Indikator
zbijenosti | El. start / LG 504
Hatz | 850 mm (550+2x150) |
Indikator zbijenosti | El. start /
LG 504 Hatz | 850 mm | El.
start


mailto:info@copco.hr
https://copco.hr/
https://copco.hr/vibro-ploca-husqvarna-lg-504
https://copco.hr/vibro-ploca-husqvarna-lg-504
https://copco.hr/vibro-ploce

